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Ventcroft VNP 225ERD
2C 2.5mm Red 100m
2C 2.5mm Red

General Information

Brand Ventcroft Ltd

Product Type Fire Performance Cable

Selling Multiple 100

Type Enhanced Fire Resistant

Qualifier Tinned Annealed Copper
for CPC

CE Approved Y

Number of Cores 3

Core Identification Coloured/Bare CPC

Earth Core Y

Conductor Material Copper

Conductor Construction Solid Plain Annealed

Insulation Type Silicone Rubber

Armoured N

FIRE RESISTANT Y

Minimum Bending Radius 6 x Diameter

Magnetic armour N

Earthed Metallic Covering N

Core Colours Brown Blue

Outer Sheath Material LSZH

Outer Sheath Colour Red

Drum Length 100 Metres

Cable Diameter 10.8 mm

Conductor Size 2.5 mm2

Minimum Temperature Rating -40 Degrees C

Maximum Temperature Rating 90 Degrees C

Voltage Rating 500 V

SKU: VPN225ERD
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Conforming Standard BS 5839-1:2002 + A2:2008
Clause 26.2e; BS
8519:2010 Category 2; BS
8434-2:2003 120mins.; BS
EN 50200:2006 PH30
PH60 & PH 120; BS 7629-
1:2008; BS 6387:1994
Clause 11 CWZ; BS EN
50267-2-1:1999; BS EN
61034-2:2005

Overall Diameter (mm) 10.8 mm

Minimum Installation
Temperature

0 Degrees C

Maximum Installation
Temperature

70 Degrees C

Screen Material Copper Foil

Fire Behaviour Low Smoke Zero Halogen
(LSZH)

Resistance/Impedance 7.41 Ohms

Overall Screen Material Copper Foil

Weight 194 Kg/Km
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